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Top Mounted Magnetic Level Switch is normally a simple 
device that monitors the liquid level in a tank and sends a 
trip signal to another device such as a Pump to protect it. 
These Level Switches are used for Pump protection, 
Cooling Circuit protection, high & low level alarm and 
general level monitoring.

PRODUCT DESCRIPTION
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SPECIFICATIONS
Switch type & rating : Glass encapsulated reed switch &  
  hermetically sealed reed switch &
  0.5A /25VDC

Switching differential : Fixed

Specific gravity : 0.75

Max. Pressure : 10 kg/cm²

Working Temperature : -10˚C to +120˚C (Max.)

Probe Length : 1000mm

Type of switch  : 1 SPST

Process Connection : Screwed & Flanged

No. of float :  Single & multiple

No. of Preset Levels : 1 to 4

MATERIAL OF CONSTRUCTION
Wetted parts :  SS 316

Float : SS 316

Enclosure material : Die-cast aluminum

Electrical connection : ½’ NPT (F)

Ingress protection : IP 66

KEY FEATURES
�  Top mounting 
�  Easy installation
�  Up to 4 switching points
�  Single float multiple point switching 

APPLICATION
�  Oil & water tanks
�  LPG Vaporizer plants
�  Chemical processing equipment
�  Lubrication Equipment
�  Food Processing Equipment and Marine Services
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Important Notes: Above drawings are not to scale. All Dimension are in mm.

DIMENSIONAL DRAWINGS
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MODEL CODING & ORDERING INFORMATION 

Type
Top Mounted Level Switch
Version
Multiple float
Single float
Wetted Part & Float
SS 304
SS 316 
SS 316L
SS 316 / SS 316L
Polypropylene
Type Switches
1 SPST 
1 SPDT
Probe Length
As per customer specify  
Switching Set Points
P1
P2
P3
P4
Process Connection (Size & Type)
½” NPT (M)
½” BSP (M)
M20×1.5 (M)
¾“ NPT (M)
¾“ BSP (M)
1’’ NPT (M)
1’’ BSP (M)
2’’ NPT (M)
2’’ BSP (M)
Ref Table ‘1’ for flange connection
Enclosure
None
Screwed type, Flameproof IP 66 Gr IIA IIB in 
Die-cast Aluminum
Screwed Type, Explosion proof, IP 66 Gr IIC
in Die-cast Aluminum       
Screwed Type, Weather proof, IP 66 in Die Cast 
Aluminum 
Ex-Proof to CSA,FM,ATEX [EEx-d]           
SS 304-Weatherproof,IP-66
SS 316-Weatherproof,IP-66
SS 304-Flameproof,IP-66
SS 316-Flameproof,IP-66
Cable Entry Connection
None
1/2" NPT (F)
1/2" BSP (F)
3/4" ET (F)
M20×1.5 (F)
No. of Cable Entry
One
Two
Other Options 
Tag Plate, SS 316
PTFE coating on wetted parts

DESCRIPTION

C3.02

MF
SF

S4
S6
SL
S15
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K2
K3

XXX

XXX
XXX
XXX
XXX
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XXX

XXX
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SAMPLE ORDERING CODE: 

C3.02-MF.S6.K2.XXX.XXX.12BM.SF.E3.2.X26

Note: Specification’s and dimensions given in this product catalogue represents the state of engineering at the time of printing. Modifications may take place and material 
specified may be replaced by others without prior notice.

Table –1 AS PER ANSI B 16.5

NOMINAL
SIZE

RATING/
CLASS

CODE

150
300
600
900

1500
2500
150
300
600
900

1500
2500

B09
B10
B11
B12
B13
B14
B15
B16
B17
B18
B19
B20

1/2’’

3/4’’

NOMINAL
SIZE

RATING/
CLASS

CODE

150
300
600
900

1500
2500
150
300
600
900

1500
2500

B21
B22
B23
B24
B25
B26
B27
B28
B29
B30
B31
B32

1’’

1 1/4’’

NOMINAL
SIZE

RATING/
CLASS

CODE

150
300
600
900

1500
2500
150
300
600
900

1500
2500

B33
B34
B35
B36
B37
B38
B39
B40
B41
B42
B43
B44

1 1/2’’

2’’

NOMINAL
SIZE

RATING/
CLASS

CODE

150
300
600
900

1500
2500
150
300
600
900

1500
2500

B45
B46
B47
B48
B49
B50
B51
B52
B53
B54
B55
B56

2 1/2’’

3’’
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