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MODEL
S1.05

SAMPLE ORDERING CODE: 

S2.05-D.K.F.1.S.S6.B03.XX.1.XX.S4.WP1.XXX.XXX.X71.14BM.X16

Note: Specifications and dimensions given in this product catalogue represents the state of engineering at the time of printing. Modifications may take place and material 
specified may be replaced by others without prior notice.

MODEL CODING & ORDERING INFORMATION 

DESCRIPTION CODE XXX XXX X71 14BM X16

Element Length
As per customer requirement in mm
Lead Wire Length
As per customer requirement in mm
Lead Wire Type
PTFE Insulated
PTFE/PTFE Insulated
PTFE/PTFE/SS Braided
Fiber Glass/ Fiber Glass/ SS Braided
PTFE/ PTFE/ Silicon Rubber Insulated
Connections
1/4'’ BSP (M)
1/4'’ NPT (M)
1/2'’ BSP (M)
1/2'’ NPT (M)
M20X1.5 (M)
Other Options
SS Base Plate For Transmitter
Head Mount Transmitter (4-20mA)
Calibration Certi�cate 
SS Tag Plate 
Double Compression ,WP ,Ni-Brass
Double Compression ,WP ,SS 304 
Double Compression ,WP ,SS 316 
Double Compression ,FLP ,Ni-Brass
Double Compression ,FLP ,SS 304 
Double Compression ,FLP ,SS 316 
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